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Conditions of delivery of production.  
The prices and terms of their action:  

НСО 0 %. The prices for production and service are not constants and are corrected  

Depending on a current rate of currencies, the cost price of production and деректив the official Persons.  

In case of changes above the specified conditions, we reserve the right to itself On 

modification of the price-list.  

Payment conditions:  

Under the arrangement of the parties.  

Пени for delay:  

14 % a year from calculate from not paid sum.  

Delivery conditions:  

EX Works — Kohtla-Järve, Estonia  

Delivery term:  

PVC doors: 2-3 weeks from the moment of the coordination or order acknowledgement.  

Крашенные doors: 3-4 weeks from the moment of the coordination or order acknowledgement.  

Packing and shipment:  

It is switched on in cost of doors.  

Responsibility:  

We do not bear responsibility for indirect damages.  

In case of defect in the goods delivered by us, we compensate only cost most Defective part 

of a material.  

Order change / refusal of the order:  

All possible changes and additions in the order, and also its cancellation is made in a current of 1 day from 

the moment of an order assurance of receipt. Technical characteristics.  

Furniture facades (doors) are used as completing products For 

installation in case furniture.  

Facades are made of plate MDF and become covered by  PVC or are painted.  

The delivery complete set:  

The delivery complete set includes facades (according to the order form) and packing container.  

Technical characteristics:  

Thickness:  16 mm, 19 mm  

Breaking strength / scratches  0,5 Н/мм2  

Durability on a bend  Minute 22 Н/мм2  

Durability on a cross-section stretching  0,6 Н/мм2  

Durability on a separation  Minute 1,0 Н/мм2  

Density  780-790 kg/m3  

Humidity  6 %  



Doors do not become colourless.  

The maintenance instruction:  

Doors are established on the case furniture intended for closed premises not of temperatures subject to 

differences and relative humidity of air to 80 %.  

It is not recommended to establish heating devices (ovens, plates, ovens, etc.) nearby with 

doors since influence of hot air on a facade can lead to film deformation.  

Contact of doors to surfaces or air which temperature is not supposed exceeds 80°С since it can lead spalling 

of PVC from a basis.  

It is not recommended to subject a door to sharp differences of temperatures.  

To remove a protective film from the doors covered with high luster only after installation of furniture. Not 

to use for clearing of surfaces abrasive powders and solvents.  

Packing and transportation rules.  

Doors keep within cardboard boxes or are fitted by a strech-tape on 2 - 6 pieces which are formed on pallets.  

Between details in boxes there should be linings from a paper or other materials providing safety of coverings. 

In coordination with the buyer any kind of packing providing safety of quality of details at transportation is 

supposed.  

Doors transport all types of transport in covered vehicles and containers.  

Transportation is carried out according to rules of transportation of the cargoes, operating on each type of 

transport.  

Manufacturer's guarantees.  

The manufacturer guarantees conformity of doors to above stated characteristics at observance of conditions 

of transportation, storage, assemblage and operation. In a case not the manufacturer of responsibility does 

not bear observance of the maintenance instruction.  

Operation warranty period - 6 months.  

The warranty period is estimated from the date of reception of facades by the buyer. Technological 

restrictions  

The sizes of details:  

The minimum size of made details:  95 mm х 95 mm  

The maximum size of deaf doors:  2400 mm х 1200 mm The maximum size of 

a show-window:  1920 mm х 595 mm  

The minimum size of a show-window:  278 mm х 270 mm The maximum size of a 

door with a lattice:  1165 mm х 595 mm  

The minimum size of a door with a lattice:  445 mm х 295 mm  

The minimum size of the panel with drawing:  137 mm х 195 mm  

The maximum size of frame doors of doors:  1920 mm х 595 mm  

The minimum size of deaf facades with doors kod is specified For 

each of models:  

Kod  Height  Width    Kod  Height  Width  



1- 1.11  250  195  6  260  195  

1.2 - 1.21  250  195   6.1  260  195  

1.3 -1.31  250  195  6.2  260  195  

1.4  250  195  6.61; 6.63  260  195  

1.5 -1.51  250  195  6.62  260  195  

1.6- 1.61  250  195  6.65  278  195  

1.7 - 1.71  250  195  7  95  95  

2  250  195  7,1; 7.2  278  195  

2.2  250  195  7.3  278  200  

2.3  250  195  7.68  278  195  

3  95  195  7.85  278  295  

3.2  95  195  7.85 R  278  295  

3.21  195  195  7.114  295  295  

3.23  95  195  8  278  295  

3.26  95  195  8.1  278  295  

4; 4.1  95  195  10  278  295  

4.2  295  295  10.1  278  295  

4.3  295  295  11  278  295  

5  260  225  11.1  278  295  

5.1  260  225  12  278  295  

  12.1  278  295  

Double drawing:  

Since height of a door of 1250 mm double drawing for deaf doors is possible   

Or sample under two glasses (if the client in the note to the order specially not middles other)   

The door with double drawing is by default made, and the crosspiece is executed on a facade in height of 703 

mm - as is specified in drawing below.  

Double drawing of a door can be set taking into account conformity of drawings nearby   

The established facades (thus it is necessary to specify facade height on which it is necessary  

To level a ruler, for example, 850 mm), and also it is possible to reserve a crosspiece in middles  heights Or 

at other desirable level.  



 

PVC.  

  P01  P02  P03  P04  

 

 P05  P08  P09  P10  

 

 P11  P13  P14  P15  

 

 P16  P18  P19  P20  

 

  

  

  

  

  



 P21  P22  P23  P24  

 

 P25  P26  P27  P2  

 

 P30  P31  P32  P33  

 

 P40  P41  P42  M03  

 

 M17  M18  M20  M21  

 

 M22  M23  M27  M31  

 

 M32  M43  M44  M60  

  

  

  
  P34   P35   P36   P38   

  

  

  

  



 

Profile.  
Millings :  Kod:  

    

    

    

    

F1  

F2  

F3 | F3.2  

F3.21 | F3.23 | F3.26  

    F4  

    F4.1  

    F5 | F5.1  

    

    

    

    

    

    

F6  

F6.2  

F6.61 | F6.62| F6.63 | F6.65  

F7  

F7.1  

F7.2  

    F8 | F8.1  

  



   F10 | F10.1  

   F11 | F11.1  

    

Panels. (Drawing  / a code)  

F12 | F12.1  

    

1 | 1.11 | 1.5 | 1.51 | 1.7 | 1.71  1.2 | 1.21 

    

1.3 | 1.31 | 1.6 | 1.61  1.4  ( without drawing, only edge ) 

    

2 | 2.3  2.2 

    

3 3.2  

    

  3.23  3.26  

    

4 | 4.1 | 4.3 (without drawing, only 

edge )  5 | 5.1 



    

6 6.2  

    

  6.61  6.62  

    

  6.63  6.65  

    

7 7.1 | 7.2  

    

7.68 | 7.85  7.85R | 7.114 

    

8 | 8.1 ( without drawing, only edge )  11 | 11.1 ( without drawing, only edge ) 

    12 | 12.1  

Samples of panels covered PVC  

    



    

    

    

    

    

Doors (colored)  

We make painting of doors by paints of firm Tikurila and Sayerlack On 

colour scale Tikurila — Symphony more than 2000 shades.  

  



  

Models of facades under painting:  F1 

| F1.2 | F1.3 | F1.4 | F1.5 | F1.6 | F1.7  

Doors covered with PVC (1 category)  

Colour of the back party: W44 (white). A thickness MDF — 16mm.  

For models F3,3.2, 3.21,3.26, F6.2, F 6.61, F 6.62, 6.63, 6.65, F7,7.1, F 15 - doors under glass only 

showwindows. Doors of models 1.3 E-A and E-R, 2 Е-А and Е-R are made only under following standards:  

703 х 295, 703 х 395, 988 х 295 and 988 х 395 mm.  

Models 3.2, 3.21, 3.23, 3.26 are processed R9 only on a vertical. Models 

7, 7.1 are processed on edge R2.  

  F1  F1A  F1R  F1.2  F1.2R  

       

F1.3  F1.3R  F1.3E-A  F1.3E-R  F1.4  

 

 F1.5  F1.5R  F1.6  F1.6R  F1.7  



       

 F1.7R  F1.11  F1.11A  F1.11R  F2  

       

 F2R  F2E-A  F2.2  F2.2A  F2.2R  

      
  F2.3  F2.3A  F2.3R  F3 | F3.2  F3A | F3.2A  

       

 F3.21  F3.21A  F3.23  F3.23A  F3.26  

       

 F3.26A  F6.2  F6.2R  F6.2A  F6.61  

 

 F6.61A  F6.62  F6.62A  F6.63  F6.63A  



       

 F6.65  F6.65A  F7  F7A  F7.1  

       

   

                                                                F7.1A  

Cost of facades of 1 category:  

Doors covered with film PVC (2 category)  

Colour of the back party: W44 (white). A thickness MDF — 16-19mm.  

 

  F4  F4A  F4.1  F4.1A  F5  

       

F5A  F5.1  F5.1A  F6  F6A 

 

 F7.2  F7.2A  F8  F8A  F8.1  



       

 F8.1A  F10  F10A  F10.1  F10.1A  

       

 F11  F11A  F11.1  F11.1A  F12 

       
  F12A  F12.1  F12.1A  

     

Kod the complete set of doors.  



(1.3 | 2 | 6.2)   

TР (the panel of the threefold To 

smooth)  

 1.3 А T  2 A T  6.2 A T  

(1.3 | 2 | 6.2)   

PTP ( the panel of the threefold To models: 1.3 | 2 | 6.2 complete set with strips)  

Examples of marks: 6.2 М04 NA23 703*295 АТ or 1.3 M01 W44 988*395 АТР  

Examples of marks: 2 М04 NA23 703*295 Т or 1.3 M01 W44 988*395 ТР   

Т - threefold without windows and without strips. ТР - threefold without windows with strips.  

The order only panels from the threefold complete set is possible.   

Example of marks of the panel: 1.3 М02 W44 137* 595 ТР - separately the panel of model 1.3 with strips, 

on the module of 600 mm, film М02, an underside white.  

The complete set: "two doors (a deaf door with a window) + a lath"  

(1.3 | 2 | 6.2)   

GATР (threefold with strips with To models: 1.3 | 2 | 6.2 a deaf door 

with a window.)  

1.3 GA  2 GA T P  6.2 GA T P  T P  

GAТР - Threefold with strips with a deaf door with a window.  

Examples of marks: 6.2 М04 NA23 703*295 GАТP   

The complete set ( A deaf door with a window)  

(1.3 | 2 | 6.2) GA   

To models: 1.3 | 2 | 6.2 (A deaf door with a window.)  

GA (the deaf door with a window.)  

models: 1.3 | 2 | 6.2 complete set  



Examples of marks: 6.2 М04 NA23 703*295 GА  

Calculation of the sizes of glass for doors A and R  

KOD  From height  From width  1  2  3  

  

1; 1.11  100  110  45  55  55  

1.2; 1.21  110  110  55  55  55  

1.3; 1.31  100  110  45  55  55  

1.4  110  110  55  55  55  

1.5; 1.51  90  110  45  55  45  

1.6; 1.61  90  110  45  55  45  

1.7; 1.71  100  110  45  55  55  

2; 2.2; 2.3  90  90  45  45  45  

3; 3.2  110  110  55  55  55  

3,21  85  90  40  45  45  

3.23; 3.26  110  110  55  55  55  

Depending on фрезеровки 

from height and width of a 

door it is necessary to take 

away the specified quantity 

of millimetres (probably 

deviation of dimensions of 

sample on 2 mm towards 

increase).  

4; 4.1  110  110  55  55  55  

5  120  120  60  60  60  

5.1  110  120  50  60  60  

6  100  100  50  50  50  

6.2  90  90  45  45  45  

6.61  90  100  40  50  50  

6.62  100  100  50  50  50  

6.63  90  100  40  50  50    

6.65  90  100  40  50  40  

7  110  110  55  55  55  

7,1  120  120  60  60  60  

7,2  120  120  60  60  60  

7,42  90  90  45  45  45  



7,46  90  90  45  45  45  

7,52  90  90  45  45  45  

7,56  90  90  45  45  45  

7.68            

7.85            

7.85R            

7.114            

8  120  120  60  60  60  

8,1  110  120  50  60  60  

10  120  120  60  60  60  

10,1  120  120  60  60  60  

11  110  110  55  55  55  

11,1  110  110  55  55  55  

12  120  120  60  60  60  

12,1  120  120  60  60  60  

Thickness MDF, plinths, paints, eaves Thickness 

of plate MDF:  

Фрезеровка  Thickness in mm  

1 - 1.71, 2; 2.2; 2.3  16  

3 - 3.26  16  

 4; 4.1,4.3  19  

5 - 5,1  19  

6, 6.2  16  

6,61.62,6.63,6.65  16  

7, 7.1, 7.2  16  

7.68, 7.85, 7.85R 7.114  19  

7.61, 8 - 8.1  19  

10 - 10.1  19  

11, 11.1, 12, 12.1  16  



  


